Existing bollards

to remain, typical

Existing hinged double
gate enfry to be removed,
make provisions for new.

Paint complete bollard with
latex high gloss exterior \
enamel (masonry, metal),

color — OSHA red
6”# SCH 80 Steel Pipe
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Patch concrete or i
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foundation

Install new slide

gate system.

closed. Provide as much
open space as possible.
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] O 1. Steel pipe for bollards will be government furnish material. Pipe will
et e N °°°°°°T‘T°°ﬁ mREMOVALS be provided in 21’ lengths. The General Contractor will be responsible

= 77 7 \lwysmav:so‘ for cutting to length and mobilizing material fo site of installations.
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| o7 see detail 4/NW—-01 system with apbility fo loc 9

system. Assembly shall ensure
easy year round operation.

Provide all necessary
structural support,
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= mNEWWORK 1. Provide type of fencing equal to, or compatible with what fence will
Wsmar:w remain after removals. Include privacy barrier in fencing equal fo

what is remaining.
General Notes

1. Clean area surrounding oxygen tank area
of all weeds, materials and foreign debris.

2. Coordinate access provided by new gate with VA COR.

3. Inspect all fence remaining affer removal of existing gates. Provide
all necessary materials and labor to ensure that all oxygen tank

fencing is properly secured, in place, and operating properly.

/"1 SITE PLAN - OXYGEN CORAL SHOWN WITH EXISTING GATE

W SCALE: 1" = 150'

2. Clean, prep and paint all bollards
surrounding the oxygen storage area to be
same color.
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